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WHAT’S THE ITEM CODE’S MEANING ? Cantonk

CATALOGUE

C antonk

IPTE60HV500

IP Camera

Code for different housing

IR leds quantity

Code different solution

IP CAMERA

PTZ SPEED DOME XVR

PT5AM18
PTZ,pan,tilt,zoom

Code for different housing

Code for speed. M means medium
speed,H means high speed.

Zoom times.22 means 22X,
18 means 18X,10means 10X.

XVRCBDA1631
5 IN 1 XVR

AHD/CVI/TVI/CVBS/HD IP 

Solution code

Channel quantity

Solution code

A or T stands for chip

Code for different housing
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Dome’s diameter.6 means 6”,4
means 4.5” inch, 7means 7inch
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KDSU20HTC200F
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Dome

Code for different housing

IR leds quantity

Code different solution
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CAMERA  FEATURE Cantonk
WDR-Wide Dynamic Range1

It produces clear picture quality even under back light condition when there 
are both very bright and dark area simultaneously.

Conventional Wide Dynamic Range (WDR)

Smart IR2
Smart IR technlogy automatically adjusts IR lighting intensity andensures 
that the camera captures usable video in dark conditions,even when the 
object of interest is located close to the IR LEDs.

Normal IR Camera IR Low Illumination

HLC (High Light Compesation)3
It will mask the source of the bright light with a dark shape, thus allowing 
the area to the side of the light source to be viewed and recorded. HLM or 
HLC is the same features.

HLC Off HLC On

Defog/Demist4
The defog/demist function uses an advansed algorithm to enhance the images 
captured in hazy ambient condition such as fog, mist, harsh/backlighting, or low 
ambient lighting.This function gives a sharp, clear picture, even in less that 
ideal conditions.

Demist Off Demist On

Smart NR (3D Noise Reduction)5
3DNR Technology (3D Noise Reduction) is a method of suppressing noise 
in an image, appearing in low light.

3DNR Off 3DNR On

Sense-Up (Slow Shutter)6
See in color-in the dark! By automatically slowing the shutter speed, the 
camera is able to up the slightest traces of light to display a bright image.

Sense Up Off Sense Up On

True Day/Night (IR Cut Filter)7
For more accurate, vivid color reproduction during daytime use, an IR Cut 
filter is automatically moved over the lens to block unwanted IR. At night, 
the filter is removed to deliver maximum visibility and clear IR illumination.

Night Day

8 Motion Detection
By defining areas of interest-like a door, driveway or window-you can define 
when the NVR should start recording wideo.Youcan schedule recordings, or 
the NVR can record when there is motion. This not only conserves hard drive 
space, but also means you can record for more days befor older recordings 
are overwritten.

Automatic Video / Save Worry

AUTO ZOOM DESCRIPTION Cantonk

Cantonk

Motor Zoom / Auto Focus

2X 3X 4X 5X

E-Zoom

2X 3X 4X 5X

Zoom Lens By XVR

1.Set XVR protocol, baud rate, and ID the same
as camera.

2.Choose channel connected with auto zoom camera.
Right click the main screen for quick menu, select
“PTZ control”.

3.On XVR PTZ interface, click Zoom+
and Zoom- for Zoom in and out, and
camera has auto focus.

Zoom Lens By Joystick Controller

Motor Zoom
1.Set XVR protocol, baud rate, and ID keyboard controller the same
as camera’s.

2.Left or right swing the joystick for zoom in and out, cameras auto focus.
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General

Hard Disk Driver

Network

Display

PTZ

Alarm

7 8

5 IN 1 AHD CVI TVI IP Analog

Main Processor
Operating System

Model

System

Audio
Input
Output

XVRCDA820 XVRHCDA420 XVRCBDA1631 XVRCBDKA831

Type 1080N 5M 1080P 4K

HI3520DV400 HI3531D

Embedded LINUX
Video

Input

Analog: 8*1080P
Analog+Network: 6*Analog(1080P)+
2*network(Max 5MP),4*Analog(1080P)+
4*network(Max 5MP),
2*Analog(1080P)+6*network(Max 5MP)

Network: 12*5MP/4MP/3MP/1080P/960P/
720P(Total incomingbandwidth ≤48M)

Normal Mode: Analog: 4*(TVI/AHD:8M; TVI/AHD: 5M;  
AHD/TVI/CVI: 4M;  AHD/TVI: 3M; 
AHD/TVI/CVI: 1080P/720P;  Analog: 960H)
Analog+Network: 2*Analog(1080P)+7*network(MAX 5MP)
Lite Mode: Analog: 4*(AHD/TVI/CVI: 1080P/720P; 
 Analog: 960H)
Analog+Network: 2*Analog(1080P)+7*network(MAX 5MP)
Network: 12*5MP/4MP/3MP/1080P/960P/
720P(Total incoming bandwidth ≤48M)

Analog: 16*(TVI/AHD: 8MP; TVI/AHD: 5MP;  
AHD/TVI/CVI: 4MP;  AHD/TVI: 3MP;  AHD/TVI/CVI: 1080P
/720P;  Analog: 960H)
Analog+Network: 14*Analog+2*network(Max 8MP), 
12*Analog+4*network(Max 8MP), 10*Analog+6*network
(Max 8MP), 8*Analog+8*network(Max 8MP), 6*Analog+
10*network(Max 8MP), 4*Analog+12*network(Max 8MP), 
2*Analog+14*network(Max 8MP)
Network: 32*network(Max 8MP)(Total incoming 
bandwidth ≤160M)

Analog: 8*(TVI/AHD: 8MP; TVI/AHD: 5MP;  
AHD/TVI/CVI: 4MP; 
 AHD/TVI: 3MP;  AHD/TVI/CVI: 1080P/720P;  
Analog: 960H)
Analog+Network:2*Analog+14*network(Max 8MP),
4*Analog+12*network(Max 8MP), 6*Analog+
10*network(Max 8MP)
Network: 32*network(Max 8MP)(Total incoming 
bandwidth ≤160M)

8CH BNC 8CH BNC16CH BNC4CH BNC

Signal Type
Output

Analog/AHD/CVI/TVI 2.0/Network
1 HD,1 VGA

4 Channel, RCA
1 Channel, RCA

6 Channel, RCA
1 Channel, RCA

Sensor Input
Output
Motion Detection
Trigger Events
Email Alarm

8 Channel(max 12 Channel in pure network mode)
Recording,  Email, Screen tips, Buzzer, Push notifications(motion detection)

Send Image to The Designated E-mail

4 Channel(max 12 Channel in pure network mode)

NO

NO

4 Channel

1 Channel

16 Channel(max 12 Channel in pure network mode) 8 Channel(max 12 Channel in pure network mode)

Interface
Protocol
Baud Rate
Address

RS485
Pelco-D, Pelco-P

110~921600
0~255

VGA
HD Output
Display Split
Privacy Masking
OSD

Resolution: 1920 × 1080P/60Hz, 1280 × 1024/60Hz, 1280 × 720 60Hz,1024 × 768/60Hz
Resolution: 3840×2160/30Hz, 2560x1440/30Hz, 1920 × 1080P/60Hz,  1280 × 1024/60Hz, 1280 × 720/60Hz,1024 × 768/60Hz

Resolution: 1920 × 1080P /60Hz, 1280 × 1024 /60Hz
Resolution: 3840×2160/30Hz, 2560x1440/30Hz, 1920 × 1080P /60Hz,  1280 × 1024/60Hz

36 Channel/25 Channel/16 Channel/9 Channel/8 Channel/4 Channel / 1Channel16 Channel/9 Channel/8 Channel/4 Channel / 1Channel
3 Rectangular Zones (Each camera)

Camera title, Time, Video loss, Alarm, Motion detection, Recording

Recording
Video Compression
Audio Compression

Resolution

Video Quality

Record Rate

H.265/H.265+/H.264+/H.264
G711u

Worst/Worse/Ordinary/Well/Best

Half 1080P(960×1080);720P(1280×720);
960H(P:960×576/N:960×480)

5MP(2592×1944),8MP_LITE(1920×2160),5MP_HALF(1296×1944),
4MP(2560×1440),4MP_HALF(1280×1440),3MP(2048×1536),
1080P(1920×1080),720P(1280×720),960H(P:960×576/N:960×480)

8MP(3840×2160),5MP(2592×1944),4MP(2560×1440),3MP(2048×1536),
1080P(1920×1080),720P(1280×720),960H(P:960×576/N:960×480)

Analog: Half 1080P(960x1080 8*15fps),
720P(1280×720 8*15fps), 960H(P:960×576 
8*22fps/N:960×480 8*22fps)

Pure IP(H.265):
PAL: 5MP@8×25fps,4MP@12x25fps,
3MP@12×25fps,1080P@12×25fps,
960P@12×25fps,720P@12×25fps,
D1@12×25fps
NTSC: 5MP@8×30fps,4MP@12×30fps,
3MP@12×30fps,1080P@12×30fps, 
960P@12×30fps, 720P@12×30fps, 
D1@12×30fps

Normal Mode:Analog:  PAL:8MP_LITE(1920×2160 4*8fps), 5MP
(2592×1944 4*6fps), 5MP_HALF(1296×1944 4*10fps),4MP(2560×1440 
4*8fps),4MP_HALF(1280×1440 4*15fps),3MP(2048×1536 4*9fps),
1080P(1920x1080 4*15fps),720P(1280×720 4*25fps), 960H
(960×576 4*25fps) 
NTSC:8MP_LITE(1920×2160 4*8fps), 5MP(2592×1944 4*6fps),5MP
_HALF(1296×1944 4*10fps),4MP(2560×1440 4*8fps),4MP_HALF
(1280×1440 4*15fps),3MP(2048×1536 4*9fps),1080P(1920x1080 
4*15fps),720P(1280×720 4*25fps), 960H(960×480 4*25fps)
Lite Mode:  Analog: Half 1080P(960x1080 4*25fps),720P(1280×720 
4*25fps), 960H(P:960×576 4*25fps/N:960×480 4*30fps)
Pure IP(H.265): PAL: 5MP@8×25fps,4MP@12x25fps,3MP@12×25fps,
1080P@12×25fps,960P@12×25fps,720P@12×25fps,D1@12×25fps
NTSC: 5MP@8×30fps,4MP@12×30fps,3MP@12×30fps,
1080P@12×30fps, 960P@12×30fps, 720P@12×30fps, D1@12×30fps

Analog:PAL:8MP(3840×2160 16*8fps),5MP(2592×1944 16*12fps),4MP(2560×1440 16*15fps),
3MP(2048×1536 16*18fps),1080P(1920x1080 16*25fps),720P(1280×720 16*25fps), 
960H(960×576 16*25fps) NTSC:8MP(3840×2160 16*8fps),5MP(2592×1944 16*12fps), 
4MP(2560×1440 16*15fps),3MP(2048×1536 16*18fps),
1080P(1920x1080 16*30fps),720P(1280×720 16*30fps), 960H(960×480 16*30fps)
Pure IP(H.265):
PAL:8MP@17×25fps,5MP@26×25fps,4MP@32x25fps,3MP@32×25fps,1080P@32×25fps,960P@32×25fps,
720P@32×25fps,D1@32×25fps
NTSC: 8MP@17×30fps,5MP@26×30fps,4MP@32×30fps,3MP@32×30fps,1080P@32×30fps, 
960P@32×30fps, 720P@32×30fps, D1@32×30fps

Manual\Timer\Motion DetectionRecord Mode

Playback & Backup
Decode Capability

Sync Playback

Remote Playback
Search Mode
Playback Functions
Smart Phone Playback
Backup Mode

2CH 1080P@30fps

Pure Analog: 8CH 1080N@15fps
Mixture mode:1CH 5MP@30fps, 
2CH 1080P@30fps
Pure Network: 1CH 5MP@30fps, 
2CH 1080P@30fps

Pure Analog: 4CH 5M@6fps, 4CH 4M@7fps, 4CH 3M@9fps, 
4CH 1080p@15fps, 4CH 1080N@25fps 
Mix Mode:  1CH 5M@30fps, 1CH 4M@30fps,1CH 3M@30fps, 
2CH 1080P@30fps, 3CH 1080p@15fps
Pure IPC:  1CH 5MP@30fps, 1CH 4MP@30fps, 
1CH 3M@30fps, 4CH 1080P@30fps, 4CH 960P@30fps, 
4CH 720P@30fps

4 Channel / 1Channel
ALL, Channel, Manual, Time, Date, Motion Detection

Play, Pause, Stop, Fast play, Rewind, Digital Zoom, Full screen
4 Channel

USB Device(with fomat FAT 32 )/Network

3CH 8MP@30fps
Pure Analog: 16CH 8MP@8fps, 16CH 5M@12fps, 16CH 
4M@15fps, 16CH 3M@18fps, 16CH 1080p@30fps
Mix Mode: 2CH 8MP@30fps, 4CH 5M@30fps, 4CH 
4M@30fps,4CH 3M@30fps, 4CH 1080P@30fps, 4CH 
960P@30fps, 4CH 720P@30fpsPure IPC: 3CH 
8MP@30fps, 4CH 5M@30fps, 6CH 4M@30fps,8CH 
3M@30fps, 9CH 1080P@30fps, 9CH 960P@30fps, 
9CH 720P@30fps

Pure Analog: 2CH 8MP@15fps, 3CH 5M@20fps, 4CH 
4M@30fps, 5CH 3M@18fps, 8CH 1080p@30fps
Mix Mode:  2CH 8MP@30fps, 4CH 5MP@20fps, 4CH 
4M@30fps, 4CH 3MP@18fps, 4CH 1080P@30fps  
Pure IPC: 3CH 8MP@30fps, 4CH 5M@30fps, 6CH 
4M@30fps, 8CH 3M@30fps, 9CH 1080P@30fps, 9CH 
960P@30fps, 9CH 720P@30fps

Interface
Network Functions
DDNS
Web Browser
CMS Software
Extra Stream
Smart Phone

1 RJ45 10M/100M Adaptive Ethernet Interface 
TCP/IP, HTTP, UPnP, DNS, NTP, SMTP, PPPoE, DHCP, FTP, DDNS, RTP, RTSP, RTCP
Dyndns, changeip, no-ip, Oray, A-PRESS, MYQSEE, SKDDNS, SMART-EYES, ZEBEYE

IE8-11, Google Chrome (lower than Ver44), Firefox (lower than Ver53)
Support  Windows 7/ Windows 8/Windows 10

iPhone, ipad,  Android ,Android pad
CIF/D1(1-22fps) CIF(1~25fps) CIF/D1(1-30fps)

Interface Type
Capacity

1 SATA Interface 
1 SATA Hard Disk (2.5"/3.5" SATA, Up to 8TB)

2 SATA Interface 
2 SATA Hard Disk (2.5"/3.5" SATA, Up to 16TB)

Language
UTC Control
USB Interface
Power consumption
Working Environment
Dimension
Weight

Chinese, English, Polish, Czech, Russian, Thai, Hebrew, Arabic, Bulgarian, Farisa,German, French, Portuguese, Turkic, Spanish, Italian, Hungarian, Romanian, korean, Dutch, Greek
YES

2 USB 2.0 Interfaces 
DC 12V  ≤6W (Without Hard Disk)

-10~55℃/10~90%
260(W) x 215(H) x 43(D)mm

2kg (Without HDD)

DC 12V  ≤6W (Without Hard Disk)
-10~55℃/10~90%

310(W) x 295(H) x 46(D)mm

3.5kg (Without HDD)



Model

Package

WIFICE4362HF200

Type WiFi Kits

1x NVRCE4362RKTW

2 x IPR25HF200W

No Obstacles 300m Max

1x1TB Seagate Hard Disk ST1000VX005

1xUSB 2.0 Mouse

1xDC12V 2A for WIFI NVR, 2xDC12V 0.5A for WIFI IP Camera

4.6kg/SE

Cantonk
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Playback & Backup

Decode Capability

Remote Sync Playback

Search Mode

Playback Functions

Backup Mode

1CH 5MP@30fps, 1CH 4MP@30fps, 2CH 3M@30fps, 

4CH 1080P@20fps, 4CH 960P@30fps, 4CH 720P@30fps

4CH 1080P@20fps

YES

ALL, Channel, Manual, Time, Date, Motion Detection

Play, Pause, Stop,  Fast Play, Digital Zoom

USB Device/Network

1CH 4K@30fps, 1CH 5MP@30fps,2CH 4MP@30fps, 2CH 3M@30fps, 

4CH 1080P@30fps, 4CH 960P@30fps, 4CH 720P@30fps

1CH 4K(3840×2160)@30fps

Local Sync Playback

Network

Interface

Incoming Bandwidth

Network Functions

Onvif Version

Web Browser

CMS Software

Cloud Support(P2P)

Smart Phone

1 RJ45 10M/100M Adaptive Ethernet Interface

80MB

TCP/CP, HTTP, UPnP, DNS, NTP, SMTP, PPPoE, DHCP, FTP, DDNS, RTP, RTSP, RTCP, p2p

Support Onvif 2.4

IE8-11, Google Chrome (lower than Ver44), Firefox (lower than Ver53)

Support  Windows 7/ Windows 8/Windows 10

Yes

iPhone, iPad, Android, Android Pad

16 x RJ45 (10M/100M Adaptive Ethernet Interface)+1xRJ45 10M/100M/1000M Adaptive Ethernet Interface

100MB 120MB

Main Processor

Operating System

Model

System

NVRC1636 NVRCB836P

Type Without POE With POE

NVRK1636P

ARM Cortex A7 Processor

Embedded LINUX

Video

Input

Output

16CH (2592x1944, 2048x1536, 1920×1080, 1280×960, 1280×720, etc 25CH (4096×2160, 2592x1944, 2048x1536, 1920×1080, 1280×960, 1280×720, etc

1 VGA, 1 HD

Audio

Input

Output

Audio Bit Rate

Audio Compression standard

/

1 Port 3.5mm(Linear, 1kΩ)

64kbps

G711u, G711a, G726

1 Port RCA

1 Port RCA(Linear, 1kΩ)

64kbps

G711u, G711a, ADPCM_DVI4 

1 Port RCA

1 Port RCA(Linear, 1kΩ)

64kbps

G711u, G711a

Alarm

Motion Detection

Trigger Events

16 Channel, MD Zones: 396 (22 × 18)

Recording, Email, FTP, Snapshot, Buzzer and Screen Tips, alarm output

25 Channel, MD Zones: 396 (22 × 18)

Recording, Email, FTP, Snapshot, Buzzer and Screen Tips, alarm output

Display

HD Output1

VGA

Display Split

Digital Zoom

OSD

Resolution:4K (3840 × 2160)/30Hz, 4K (3840 × 2160)/30Hz, 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

Resolution:1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

YES

Camera Title, Time, Recording, Motion Detection

25CHxD1/16CHxD1/9CHxD1/4CHxD1/1CHx1080P/
1CHx3MP/1CHx4MP/1CHx5MP/1CHx4k/1CHx12MP

16CHxD1/9CHxD1/8CHxD1/4CHxD1/1CHx1080P/1CHx3MP/1CHx4MP/1CHx5MP

Recording

Video Compression

Resolution

Record Rate

Record Mode

H265/H264/H265+/H264+

Manual\Timer\Motion Detection

4k(4096×2160),5MP(2592×1944),4MP(2688×1520/2560×1440),3MP(2048×1536),1080P(1920×1080),960P(1280x960),

720P(1280×720),D1 (720×576/720×480)

5MP(2592×1944),4MP(2688×1520/2560×1440),
3MP(2048×1536),1080P(1920×1080),960P(1280x960),
720P(1280×720),D1 (720×576/720×480)

PAL :4k@10×25fp,5MP@14×25fp,4MP@16x25fp,3MP@16×25fp,1080P@16×25fp, 960P@16×25fp,720P@16×25fp, D1@16×25fp

 NTSC: 4k@10×30fp,5MP@14×30fp,4MP@16×30fp,3MP@16×30fp,1080P@16×30fp, 960P@16×30fp, 720P@16×30fp, D1@16×30fp

PAL :5MP@16×25fp,4MP@16x25fp,3MP@16×25fp,
1080P@16×25fp, 960P@16×25fp,720P@16×25fp, D1@16×25fp
 NTSC: 5MP@16×30fp,4MP@16×30fp,3MP@16×30fp,
1080P@16×30fp, 960P@16×30fp, 720P@16×30fp, D1@16×30fp

Storage

Interface Type

Capacity

2 SATA Interface 

Up to 16TB capacity

1 SATA Interface 

Up to 8TB capacity

4 SATA Interface 

Up to 24TB capacity

General

Language

USB Interface

Power Supply

Working Environment

Dimension 

Weight          

Chinese, English, Polish, Czech, Russian, Thai, Hebrew, Arabic, Bulgarian, Farisa, German, French, Portuguese, Turkic, Spanish, Italian, Hungarian, Romanian, Korean, Dutch, Greek

2 USB 2.0 Interfaces

DC12V/2A

-10~55℃/10~90%

260(W) x 215(H) x43(D)mm

2.0KG (without HDD)

DC 52V/2500mA  ≤10W (Without Hard Disk and POE)

-10~55℃/10~90%

310(W) x 295(H) x 46(D)mm

3.5KG (without HDD)

AC 100-240V

-10~55℃/10~90%

440(W) x 356(H) x72(D)mm 

7.5KG (without HDD)

8 x Independent 100Mbps POE Network Interfaces
(Output PowerAT mode 30W, AF mode 15W per Interface), 

12/36 line order,Total Power Output≧100W,  Support Plug and Play

16 x Independent 100Mbps POE Network Interfaces
(Output PowerAT mode 30W, AF mode 15W per Interface), 

12/36 line order, Total Power Output≧200W,  Support Plug and Play
/POE

NVR

Camera

WIFI Range

Hard Disk

Mouse

Adaptor

Weight

Camera Model IPR25HF200W

Image Sensor

Resolution

Effective Pixels

Compression 

TV System

Electronic Shutter Time

S/N Ratio

Scanning System

Video Output

Reset Button

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Ethernet

Protocol

ONVIF

P2P

Video Delay

Main Stream 1

Main Stream 2

Main Stream 3

Sub Stream 1

Tri Stream

IE Brower 

Smart Phone

Antena

Wi-Fi

Day/Night

Image Config

Corridor Pattern

Defog  Mode

BLC

WDR

Motion Detection

Privacy  Masking

Recording Mode

Audio

Housing

Anti-cut Bracket

IR Cut Filter

Dimension

Weight 

1/3" SONY Low Illumination  CMOS Sensor

2MP 1080P

1920(H) x 1080(V)

Camera Input

Vidio Output

Video Compression

Resolution

Record Rate

Motion Detection

Trigger Events

Display Split

Local Sync Playback

Decode Capability

Interface

Capacity

USB Interface

OSD

4CH (2592x1944, 2048x1536, 1920×1080, 1280×960, 1280×720, etc)

1VGA/1HD: 1920×1080/60Hz, 1280×1024/60Hz, 1280×720/60Hz, 1024×768/60Hz

H.264/H.265/H.264+/H.265+

5MP,4MP,3MP,1080P,960P,720P,D1 (720×576/720×480)

PAL :5MP@4×25fp (4MP,3MP,1080P,960P,720P,D1,etc @4×25fp )

NTSC: 5MP @4×30fp (4MP,3MP,1080P,960P,720P,D1,etc @4×30fp )

4 Channel, MD Zones: 396 (22 × 18)

Recording, Email, FTP, Snapshot, Buzzer and Screen Tips, alarm output

4CHxD1/1CHx1080P/1CHx3MP/1CHx4MP/1CHx5MP

1CH 5MP@30fps, 1CH 4MP@30fps, 2CH 3M@30fps, 4CH 1080P@20fps, 

4CH 960P@30fps, 4CH 720P@30fps

4CH 1080P@20fps

1 RJ45 10M/100M Adaptive Ethernet Interface

Up to 8TB capacity

1 USB 2.0 Interfaces

Camera Title, Time, Recording, Motion Detection

Adaptor Mouse Hard Disk

WIFI KIT

1x NVRC4364RKTW

4 x IPR25HV500W

No Obstacles 300m Max

1x1TB Seagate Hard Disk ST1000VX005

1xUSB 2.0 Mouse

1xDC12V 2A for WIFI NVR, 4xDC12V 0.5A for WIFI IP Camera

5.3kg/SET

WIFIC4364HV500

WiFi Kits

IPR25HV500W

1/2.7" OV  High-resolution CMOS Sensor

5MP

2688(H) x 1944(V)

H.264/H.264+/H.265/H.265+/JPEG/AVI/MJPEG

PAL/NTSC

Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

≥52dB

Progressive

Network

NO

Board Lens 3.6mm/F2.0

Fixed

Fixed

5MP

42µ x 2PCS

30M

 Auto Control

 Auto Control

RJ-45 (10/100Base-T)

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP,SMTP

Support ONVIF 2.4

YES, Support QR Code

 0.3S (Within the Lan)

2592*1944@15fp     2560*1920@15fp

2560*1440@30fp

1920*1080@30fps    1280*720@30fps

720*480@15fps      720*480@30fps

352*288@15fps     352*288@30fps

IE8-11, Google Chrome(under version 45), Firefox(under version 53), Mac Safari

iPhone, iPad, Android, Android Pad

3dbi 

Wi-Fi(IEEE802.11b/g/n)

Color/ B&W (IR-CUT )

Saturation/Brightness/Contrast /Sharpness, Mirror,  White Balance, FLK(Flicker Control)

Support

Support

Support

Support 

Support  

3 Rectangular Zone

NVR/NAS/VMS/Web

Metal , IP66

YES

YES

157(W) x 70(H) x 66(D)mm

650g 

/

1920*1080@1-20fps(default resolution:1920*1080/frame 

rate:15fps/bit rate:2Mbps)

/

1280*720@20fps

720*480@1-20fps(default frame rate:15fps/bit rate:0.5Mbps)

354*288@(1-20)fps(default frame rate:15fps)

Optional

3.6mm 

Fixed

Fixed

3M Pixels

42µ x 2PCS  Optional

Optional Audio in(RCA interface)/

NVRCE4362RKTW

Camera Input

Vidio Output

Video Compression

Resolution

Record Rate

Motion Detection

Trigger Events

Display Split

Local Sync Playback

Decode Capability

Interface

Capacity

USB Interface

OSD

9CH ( WIFI/Wired IP Camera )2592x1944, 2048x1536, 1920×1080, 1280×960, 1280×720

1VGA/1HD: 1920×1080/60Hz, 1280×1024/60Hz, 1280×720/60Hz, 1024×768/60Hz

H.264/H.265/H.264+/H.265+

5MP,4MP,3MP,1080P,960P,720P,D1 (720×576/720×480)

PAL :5MP@9×25fp (4MP,3MP,1080P,960P,720P,D1,etc @9×25fp )

NTSC: 5MP @9×30fp (4MP,3MP,1080P,960P,720P,D1,etc @9×30fp )

4 Channel, MD Zones: 396 (22 × 18)

Recording, Email, FTP, Snapshot, Buzzer and Screen Tips, alarm output

9CHxD1/8CHxD1/4CHxD1/1CHx1080P/1CHx3MP/1CHx4MP/1CHx5MP

1CH 5MP@30fps, 1CH 4MP@30fps, 2CH 3M@30fps, 4CH 1080P@20fps, 

4CH 960P@30fps, 4CH 720P@30fps

4CH 1080P@20fps

4xRJ45(1xWAN + 3xLAN ) 10M/100M Adaptive Ethernet Interface

Up to 8TB capacity

2 USB 2.0 Interfaces

Camera Title, Time, Recording, Motion Detection

NVRC4364RKTW



Model

Package

KWS200 KCS500

Type WiFi Kits HD Kits

1x KWS-NVRCE436W (Recorder)

2 x KWS-EP2W (With PIR Detector)

1 x KWS-EG2W (With Gas Detector)

1 x KWS-ES2W (With Sound Alarm)

No Obstacles 300m Max

1x1TB Seagate Hard Disk ST1000VX005

1xUSB 2.0 Mouse

1xDC 12V 2A for WIFI NVR, 4xDC 12V 0.5A for WIFI IP Camera

5.6kg/SET

Cantonk
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NVR

Camera

WIFI Range

Hard Disk

Mouse

Adaptor

Weight

1x KCS-XVRCDA421 (Recorder)

2 x KCS-EP5 (With PIR Detector)

1 x KCS-EG5 (With Gas Detector)

1 x KCS-ES5 (With Sound Alarm

4x 18m BNC+DC Cable, 1x (1 to 5CH power cable splitter)

1x1TB Seagate hard disk ST1000VX005

1xUSB 2.0 Mouse

1xDC12V/5A

5.6kg/SET

Camera Model KWS-EP2W, KWS-EG2W, KWS-ES2W
Image Sensor

Resolution

Effective Pixels

Compression 

TV System

Electronic Shutter Time

S/N Ratio

Scanning System

Video Output

Reset Button

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Ethernet

Protocol

ONVIF

P2P

Video Delay

Main Stream 1

Main Stream 2

Sub Stream 1

Tri Stream

IE Brower 

Smart Phone

Antena

Wi-Fi

Day/Night

Image Config

Defog  Mode

BLC

WDR

Motion Detection

Smart Alarm

Privacy  Masking

Recording Mode

Language

Housing

1/3" SONY Low Illumination  CMOS Sensor

2MP 1080P

1920(H) x 1080(V)

H.264/H.264+/H.265/H.265+/JPEG/AVI/MJPEG

PAL/NTSC

Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

≥52dB

Progressive

Network

Optional

3.6mm 

Fixed

Fixed

3M Pixels

42µ x 2PCS  Optional

30M

 Auto Control

 Auto Control

RJ-45 (10/100Base-T)

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP,SMTP

Support ONVIF 2.4

YES, Support QR Code

 0.3S (Within the Lan)

1920*1080@1-20fps(default resolution:1920*1080/frame rate:15fps/bit rate:2Mbps)

1280*720@20fps

720*480@1-20fps(default frame rate:15fps/bit rate:0.5Mbps)

354*288@(1-20)fps(default frame rate:15fps)

IE8-11, Google Chrome(under version 45), Firefox(under version 53), Mac Safari

iPhone, iPad, Android, Android Pad

3dbi 

Wi-Fi(IEEE802.11b/g/n)

Color/ B&W (IR-CUT )

Saturation/Brightness/Contrast /Sharpness, Mirror,  White Balance, FLK(Flicker Control)

YES

YES

YES

Support  

PIR Detecto(CS-EP2W), Gas Detector(CS-EG2W), Sound Alarm(With CS-ES2W)

3 Rectangular Zone

NVR/NAS/VMS/Web

Chinese Simplified, Chinese Traditional, English, Bulgarian, Polish, Farsi, German, Russian, 

French, Korean, Portuguese, Japanese, Turkish, Spanish, Hebrew, Italian,Nederlands, Czech

Plastic

Camera Model KCS-EP5, KCS-EG5, KCS-ES5
Image Sensor

DSP

Image Resolution

Effective Pixels

TV System

Electronic Shutter

S/N Ratio

Scanning System

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Day/Night

OSD Menu Language

White Balance

Gain Control

Noise Reduction

Picture Adjustment

DWDR

UTC

Smart Alarm

Housing

IR Cut Filter

K03

FH8538

5MP /4MP /1080P / 960H

2704(H) x 1950(V)

PAL/NTSC

1/25s~1/50,000s , 1/30s~1/60,000s

≥50dB

Progressive Scan

3.6mm/F2.0

Fixed

Fixed

5M Pixels

42µ x 2PCS

30M

Under 10 Lux by CDS

CDS Auto Control

YES

YES

AUTO / MANUAL

AUTO

3DNR

YES

YES

YES

PIR Detecto(CS-EP2), Gas Detector(CS-EG2), Sound Alarm(With CS-ES2)

Plastic

YES

Model

Package

Type

NVR

Camera

Cable

Hard Disk

Mouse

Adaptor

Weight

Camera Input

Vidio Output

Video Compression

Playback

Hexaplex Operation

Simultaneously

4CH WIFI IP Camera

1 VGA, 1 HD: 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

H.264/H.265/H.264+/H.265+

4CH 1080P@20fps

Preview, Reacording, Playback, Live, Backup,Static,Dynamic IP and DDNS,P2P,

WIFI, Support, IE and Special Client Software

Camera Input

Vidio Output

Audio Input/Output

Video Compression

Preview Resolution

4CH WIFI IP Camera

5MP(2592×1944),4MP(2560×1440),3MP(2048×1536),

1080P(1920×1080),720P(1280×720),960H(P:960×576/N:960×480)

VGA: 1920 × 1080P /60Hz, 1280 × 1024 /60Hz, 1280 × 720 /60Hz,1024 × 768 /60Hz

HD: 3840×2160/30Hz, 2560x1440/30Hz, 1920 × 1080P /60Hz,  1280 × 1024 /60Hz, 

1280 × 720 /60Hz,1024 × 768 /60Hz

4CH 1080P@30fps

4Channel, RCA  /  1 Channel, RCA
H.265/H.264+/H.264

Playback

Hexaplex Operation Simultaneously ：Reacording, Playback, Live

Adaptor Mouse Hard Disk Cable

Model

Package

XVRCA4204P200 XVRHCDA8218M500

Type XVR Kits XVR Kits

1x XVRCA420KT-4

DIY 1:  2 x KBCP20AHD200F, 2 x KDPL20AHD200F

DIY 2:  4 x KBCP20AHD200F

DIY 3:  4 x KDPL20AHD200F  

4x 18m BNC+DC Cable, 1x (1 to 5CH power cable splitter)  

1xUSB 2.0 Mouse  

1x1TB Seagate hard disk ST1000VX005  

1xDC12V/4A  

7.9kg/SET

1x XVRHCDA821KT-8

DIY 1:  4 x KBR25AHD500FK, 4 x KDSL20AHD500FK 

DIY 2:  8 x KBR25AHD500FK

DIY 3:  8 x KDSL20500FK   

8x 18m BNC+DC Cable, 1x (1 to 8CH power cable splitter)   

1xUSB 2.0 Mouse   

1x1TB Seagate hard disk ST1000VX005   

1xDC12V/3A, 1xDC12V/2A   

10.3kg/SET

NVR

Camera

Cable

Hard Disk

Mouse

Adaptor

Weight

Camera Model KBCP20AHD200F / KDPL20AHD200F
Image Sensor

DSP

Image Resolution

Effective Pixels 

TV System

Electronic Shutter Time

S/N Ratio

Scanning System

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Day/Night

OSD Menu Language

White Balance

Gain Control

Noise Reduction

Picture Adjustment

DWDR

OSD  Support

UTC

Housing

Bracket

Dual Voltage

IR Cut Filter

Heater

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

F23

FH8536H

1080P / 960H

1920(H) x 1080(V)

Main Processor

Operating System

Camera Input

Vidio Output

Audio Input

Audio Output

Motion Detection

Trigger Events

Email Alarm

Display Split

Privacy Masking

OSD

Video Compression

Resolution

Decode Capability

Remote Playback

Search Mode

Playback Functions

Smart Phone Playback

Backup Mode

Capacity

USB Interface

HI3520DV200   

Embedded LINUX   

4CH BNC

1VGA/1HD:1920 × 1080P /60Hz, 1280 × 1024 /60Hz, 1280 × 720 /60Hz,1024 × 768 /60Hz

4 Channel, RCA

1 Channel, RCA

4 Channel(max 9 Channel in pure network mode)   

Recording,  Email, Screen tips, Buzzer   

Send Image to The Designated E-mail

9 Channel/4 Channel / 1Channel   

1 Rectangular Zones (Each camera)   

Camera title, Time, Video loss, Alarm, Motion detection, Recording

H.264

Half 1080P(960×1080);720P(1280×720);960H(P:960×576/N:960×480)

2CH 1080P@30fps

 1Channel   

ALL, Channel, Manual, Time, Date, Motion Detection   

Play, Pause, Stop, Fast play, Rewind   

4 Channel  

USB Device/Network

2.5"/3.5" SATA, Up to 6TB

2 USB 2.0 Interfaces

 KBR25AHD500FK / KDSL20AHD500FK
K03

FH8538

5MP /4MP /1080P / 960H

2704(H) x 1950(V) 

PAL/NTSC

Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

≥52dB

Progressive

3.6mm/F2.0

Fixed

Fixed

5M Pixels

42µ x 2PCS / 14µ x 18PCS

30M / 20M

Under 10 Lux by CDS

CDS Auto Control

YES

YES

AUTO / MANUAL

AUTO

3DNR

YES

YES

YES

YES

14µ x 18PCS

20M

Plastic Metal

NO

NO

YES

NO

-10℃ ~ +50℃ RH95% Max

-20℃ ~ +60℃ RH95% Max

DC12V±10%, 500mA

160.8(W) x 62(H) x 62(D)mm/90.5(W) x 80(H) x 80(D)mm

380g / 300g

157(W) x 70(H) x 66(D)mm / ￠94.5 x 76(H) mm 

650g / 450g

Main Processor

Operating System

Camera Input

Vidio Output

Audio Input

Audio Output

Motion Detection

Trigger Events

Email Alarm

Display Split

Privacy Masking

OSD

Video Compression

Resolution

Decode Capability

Remote Playback

Search Mode

Playback Functions

Smart Phone Playback

Backup Mode

Capacity

USB Interface

HI3521D

Embedded LINUX

4CH BNC

1VGA/1HD:1920 × 1080P /60Hz, 1280 × 1024 /60Hz, 1280 × 720 /60Hz,1024 × 768 /60Hz

4 Channel, RCA

1 Channel, RCA

4 Channel(max 9 Channel in pure network mode)   

Recording,  Email, Screen tips, Buzzer   

Send Image to The Designated E-mail

16 Channel/9 Channel/4 Channel / 1Channel

1 Rectangular Zones (Each camera)   

Camera title, Time, Video loss, Alarm, Motion detection, Recording

H.265/H.264+/H.264

5MP(2592×1944),5MP_LITE(1296×1944),4MP(2560×1440),4MP_LITE(1280×1440),

3MP(2048×1536),1080P(1920×1080),720P(1280×720),960H(P:960×576/N:960×480)   

4CH 1080P@30fps

 4Channel / 1Channel   

ALL, Channel, Manual, Time, Date, Motion Detection   

Play, Pause, Stop, Fast play, Rewind   

4 Channel  

USB Device/Network

2.5"/3.5" SATA, Up to 6TB

2 USB 2.0 Interfaces

Adaptor Mouse Hard Disk BNC+DC Cable cable splitter
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Image Sensor

Main processor

Resolution

Effective Pixels

Compression 

TV System

Electronic Shutter Time

S/N Ratio

Scanning System

Video Output

Reset Button

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Ethernet

Protocol

ONVIF

P2P

POE

Video Delay

Main Stream 1

Main Stream 2

Main Stream 3

Sub Stream 1

Tri Stream

IE Brower 

Smart Phone

Day/Night

Image Config

Corridor Pattern

Defog  Mode

ROI

BLC

WDR

Motion Detection

Privacy  Masking

Recording Mode

Language

Audio

SD Card Slot

Housing

Anti-cut Bracket

IR Cut Filter

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

Model IPSU20HF200 IPTA60HL200 / 5XHL200 IPSUT30HP200 / 5XHP200

F23 

Hi3516E

2MP 1080P

1920(H)x1080(V)

H.264/H.264+/H.265/H.265+/JPEG/AVI /MJPEG

PAL/NTSC

Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

≥52dB

Progressive

Network

Optional

IMX307 

Hi3516C

2MP 1080P

 1945(H)x1097(V)

IMX327 

Hi3516C

2MP 1080P

 1945(H)x1097(V)

Board Lens 6mm / 2.7-13.5mm

Fixed / Auto

Fixed / Motorized

3M

42µ x 4PCS

40M

2.8-12mm / 2.7-13.5mm

Fixed / Auto

Fixed / Motorized

3M

14µ x 24PCS

30M

Auto Control

Auto Control

RJ-45 (10/100Base-T)

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP,SMTP

Support ONVIF 2.4

YES, Support QR Code

Optional, Support IEEE 802.3af

 0.3S (Within the Lan)

2048x1536@15fps

1920x1080@30fps

1280x720@30fps

720x480@15fps    720x480@30fps

352x288@15fps    352x288@30fps

IE8-11, Google Chrome, Firefox, Safari, Mac Safari 

iPhone, iPad, Android, Android Pad 

Color/ B&W (IR-CUT ) 

Saturation/Brightness/Contrast /Sharpness, Mirror, 3D NR , White Balance, FLK(Flicker Control)

Support

Support

Support

Support

Support

Support  

3 Rectangular Zone

NVR/NAS/CMS/Web

Chinese Simplified, Chinese Traditional, English, Bulgarian, Polish, Farsi, German, Russian, French, Korean, Portuguese, Japanese, Turkish, Spanish, Hebrew, Italian,Nederlands

Optional

Optional, Support Max 128GB 

IP66

NO

YES

-20℃ ~ +60℃ RH95% Max

-20℃ ~ +60℃ RH95% Max

DC12V±10%,1000mA

179(W) x 110(H) x 101(D)mm

1.6kgs(Without bracket)

DC12V±10%,1100mA

￠119 x 98(H) mm

800g

DC12V±10%,850mA

￠93 x 74(H) mm

400g

/

Support

/

Support

Support

Support 

1920x1080@20fps

1280x720@20fps

/

720x480@20fps

352x288@20fps

Board Lens 3.6mm

Fixed

Fixed

3M

14µ x 18PCS

20M

/

Image Sensor

Main processor

Resolution

Effective Pixels

Compression 

TV System

Electronic Shutter Time

S/N Ratio

Scanning System

Video Output

Reset Button

Focus Length

Focus Control

Lens Type

Pixels

Infrared LED

Infrared Distance

IR Status

IR Power On

Ethernet

Protocol

ONVIF

P2P

POE

Video Delay

Main Stream 1

Main Stream 2

Main Stream 3

Sub Stream 1

Tri Stream

IE Brower 

Smart Phone

Day/Night

Image Config

Corridor Pattern

Defog  Mode

BLC

WDR

Motion Detection

Privacy  Masking

Recording Mode

Language

Audio

Alarm

SD Card Slot

Housing

Anti-cut Bracket

IR Cut Filter

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

Model IPTE60HS500 / HV500 / 5XHV500 IPTA30H800 / 3XHV800

IMX335  / OS05A10 / OS05A10

Hi3516D

5MP

2688(H)x1944(V)

H.264/H.265/JPEG/AVI/MJPEG  /  H.264/H.264+/H.265/H.265+/JPEG/AVI/MJPEG

PAL/NTSC

Auto: PAL 1/25-1/10000Sec; NTSC 1/25-1/10000Sec

≥52dB

Progressive

Network

Optional

1/2.5" SONY  Starvis Back-illuminated CMOS  Sensor / OS08A10

- / Hi3516A

8MP

3864(H)x2218(V)

H.264/H.264+/H.265/H.265+/JPEG/AVI /MJPEG

Board Lens 4mm / 3.6-11mm 

Fixed / Auto

Fixed / Motorized

8M

14µ x 20PCS

30M

Auto Control

Auto Control

RJ-45 (10/100Base-T)

TCP/IP,ICMP,HTTP,HTTPS,FTP,DHCP,DNS,DDNS,RTP,RTSP,RTCP,NTP,SMTP

Support ONVIF 2.4

YES, Support QR Code

Optional, Support IEEE 802.3af

 0.3S (Within the Lan)

3840x2160 @15fps    3072x2048@30fps

2592x1944@30fps    2560x1920@30fps

2560x1440@30fps    1920x1080@30fps    1280x720@30fps 

720x480@15fps    720x480@30fps

352x288@15fps    352x288@30fps

IE8-11, Google Chrome, Firefox, Safari, Mac Safari 

iPhone, iPad, Android, Android Pad 

Color/ B&W (IR-CUT ) 

Saturation/Brightness/Contrast /Sharpness, Mirror, 3D NR , White Balance, FLK(Flicker Control)

/

Support

Support

Support

Support

3 Rectangular Zone

NVR/NAS/CMS/Web

Chinese Simplified, Chinese Traditional, English, Bulgarian, Polish, Farsi, German, Russian, French, Korean, Portuguese, Japanese, Turkish, Spanish, Hebrew, Italian,Nederlands

DC12V±10%, 1050mA

170(W)x75(H)x77(D)mm

770g 

DC12V±10%,1000mA

179(W) x 91(H) x 90(D)mm

1.6kgs(Without bracket)

Support

Support

Support

Support

Support 

2592x1944@15fp    2560x1920@15fp

2560x1440@30fp

1920x1080@30fps    1280x720@30fps

720x480@15fps    720x480@30fps

352x288@15fps    352x288@30fps

Board Lens 6mm / Board Lens 6mm / 2.7-13.5mm

Fixed / Fixed / Auto

Fixed / Fixed / Motorized

5M

42µ x 4PCS

40M

Optional

NO

Optional, Support Max 128GB 

IP66

NO

YES

-20℃ ~ +60℃ RH95% Max

-20℃ ~ +60℃ RH95% Max

Optional / 2-Way Audio 

NO /  1channel Input/Ouput 
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Image Sensor

Image Resolution

Effective Pixels

TV System

Electronic Shutter

S/N Ratio

Scanning System

Focus Length

Focus Control

Lens Type

Pixels

Auto Iris Support

Infrared LED

Infrared Distance

IR Status

IR Power On

Starlight

Day/Night  

OSD Menu Language 

White Balance 

Gain Control 

Noise Reduction 

Picture Adjustment

WDR 

OSD Support 

UTC 

Dip Switch

Housing

Bracket

Dual Voltage

IR Cut Filter

Heater

Audio

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

Model KDSU20HTC200F KDSUT30HTC200ESL / 5XESL

F23 IMX307

DC12V±10%,800mA

￠119 x 98(H) mm

800g

DC12V±10%,550mA

￠93 x 74(H) mm

400g

1080P

1920(H) x 1080(V)

PAL/NTSC

1/25s~1/50,000s , 1/30s~1/60,000s

≥50dB

Progressive Scan

Board Lens 3.6mm

Fixed

Fixed

3M Pixels

NO

 14µ x 18PCS 

20M

Under 10 Lux by CDS

CDS Auto Control

/

2.8-12mm / 2.7-13.5mm

Manual  / Auto

Manual  / Motor Zoom & Auto Focus

2M Pixels

NO

  14µ x 24PCS  

30M

/

Smart IR control

YES

YES

YES

AUTO / MANUAL

AUTO

3DNR

YES

YES

YES

YES

YES

IP66

NO

NO

YES

NO

NO

NO

IP66

NO

NO

YES

NO

NO

-10℃ ~ +50℃ RH95% Max

-20℃ ~ +60℃ RH95% Max

Image Sensor

Image Resolution

Effective Pixels

TV System

Electronic Shutter

S/N Ratio

Scanning System

Focus Length

Focus Control

Lens Type

Pixels

Auto Iris Support

Infrared LED

Infrared Distance

IR Status

IR Power On

Starlight

Day/Night  

OSD Menu Language 

White Balance 

Gain Control 

Noise Reduction 

Picture Adjustment

WDR 

OSD Support 

UTC 

Dip Switch

Housing

Bracket

Dual Voltage

IR Cut Filter

Heater

Audio

Operation Temperature

Storage Temperature

Power Source

Dimension

Weight

ModelKBTE90HTC200ESP / 5XESP KBTA90HTC500FK KBBB60HTC800FV

IMX327 K03

5MP

5M: 2592x1944 ; 4M: 2560x1440

OS08A10

FH8556

8M: 3840x2160

DC12V±10%,850mA

179(W) x 110(H) x 101(D)mm

1.6kgs(Without bracket)

DC12V±10%,700mA

220(W) x 105(H) x 109(D)mm

1.4kgs

DC12V±10%,850mA

179(W) x 91(H) x 90(D)mm

1.6Kgs(Without bracket)

PAL/NTSC

1/25s~1/50,000s , 1/30s~1/60,000s

≥50dB

Progressive Scan

Board Lens 8mm / 2.7-13.5mm 

Fixed / Auto

Fixed / Motor Zoom & Auto Focus

3M Pixels

NO

42µ x 6PCS

60M

Under 10 Lux by CDS

CDS Auto Control

YES

Board Lens 8mm

Fixed

Fixed

4M Pixels

NO

 42µ x 6PCS 

60M

Under 10 Lux by CDS

CDS Auto Control

/

4mm

Fixed

Fixed

8M Pixels

NO

   42µ x 4PCS

40M

Under  6 Lux by  AGC(F2.0)

AGC  Auto Control

/

YES

YES

AUTO / MANUAL

AUTO

3DNR

YES

YES

YES

YES

NO

IP66

NO

Optional

YES

Optional

NO

/

IP66

NO

NO

YES

NO

NO

/

IP66

NO

Optional

YES

Optional

NO

-10℃ ~ +50℃ RH95% Max

-20℃ ~ +60℃ RH95% Max

KBTA60HTC500ESL / 5XESL

IMX335 

5MP

5M: 2592x1944 ; 4M: 2560x1440

Board Lens 6mm / 2.7-13.5mm

Fixed / Auto

Fixed / Motor Zoom & Auto Focus

4M Pixels

NO

42µ x 4PCS

40M

/

Smart IR control

/

/

IP66

NO

NO

YES

Optional

NO

DC12V±10%,700mA

170(W) x 110(H) x 101(D)mm

1.6kgs(Without  bracket)

KBTA90HTC500FSL / 5XFSL

IMX335 

5MP

5M: 2592x1944 ; 4M: 2560x1440

Board Lens 8mm / 2.7-13.5mm

Fixed / Auto

Fixed / Motor Zoom & Auto Focus

4M Pixels

NO

42µ x 6PCS

60M

Under 10 Lux by CDS

CDS Auto Control

/

DC12V±10%,850mA

170(W) x 110(H) x 101(D)mm

1.6kgs(Without  bracket)

/

IP66

NO

NO

YES

Optional

NO
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