
FEATURES: Rugged Linear

	 	 High lm/W

	 	 5 Mounting Styles

	 	 Modern Design


OPTIONS: 	 2’ & 4’ Body Lengths 

	 	 High Voltage

	 	 Side Opening

	 	 Emergency Back-Up
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H L L  I

Regular Model
Side Opening Cover Model

I4

B P O  L I G H T I N G
H a z a r d o u s  A r e a  L i g h t i n g
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UL 844 Hazardous Locations CSA C22.2 No. 250.0:2021 Ed.5

Class I Division 1 Groups C, D CSA C22.2 No. 137:2018 Ed.2

Class I Division 2 Groups A, B, C, D IP66

Class I Zone 1 Group IIB IP67

Class II Division 1 Groups E, F, G IK08 (Glass Cover)

Class II Division 2 Groups F, G IK10 (With Wire Guard)

Class II Zone 21 Group IIIC ETL (ATM for Report 105342415DAL-001/003)

Class III ABS

UL 1598 Suitable for Wet Locations DLC qualification varies for product versions.

UL 1598A Marine Saltwater

UL 924 Emergency Lighting

http://www.bpologhting.com
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Wattage 20W 40W  50W 40W 60W 80W 100W 120W

Body I2 I4

OPTICAL

Lumen Output 2800 lm 5600 lm 7000 lm 5600 lm 8400 lm 11200 lm 14000 lm 16800 lm

Lumens Per Watt 140 lm/W

Color Temperature: CCT 5000K (standard), 2700-7000K optional
CRI (Color Rendering 
Index) >70

Beam Angle 120°

Dimming 0-10V dimming

ENVIRONMENTAL

Ambient Operating 
Temperature

-40°C to +60°C                     
(-40°F to +140°F)

-40°C to +60°C                        
(-40°F to +140°F)

-40°C to +40°C                        
(-40°F to +104°F)

Temperature Code T4 T4

MECHANICAL

Housing Material Copper-free aluminum  

Lens Diffuser Tempered Glass

Hardware Stainless Steel

Mounting Ceiling, Wall, Pole, Pendant, Chain

Cable Entry Top: 3/4” NPT (Standard), 1/2” NPT Option                                                                                           
Two sides: 3/4” NPT (Standard), 1/2” NPT Option                                                                                                                                                                                                                                                              

Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 55°C

Input Voltage 100-277VAC, 200-480VAC

Input Frequency 50/60Hz

Power Factor > 0.95
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C

EMERGENCY

Emergency Time 1.5 Hour, 3 Hour Option
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www.bpologhting.com (727) 688-1400  of 5 8

http://www.bpologhting.com


www.bpologhting.com (727) 688-1400  of 6 8

http://www.bpologhting.com


www.bpologhting.com (727) 688-1400  of 7 8

                           

I2 I4

Fixture Dimensions See Product Dimensions Drawing See Product Dimensions Drawing

Package Dimensions 30.31 x 13.39 x 10.43 IN 53.94 x 14.17 x 11.42 IN

Net Fixture Weight Regular: 26.46 lb                                                                                                                                     
Side Opening Cover Model: 33.07 lb

Regular: 47.40 lb                                                                                                                                                                                                                               
Side Opening Cover Model: 47.40 lb

Gross Weight Regular: 28.66 lb                                                                                                                                     
Side Opening Cover Model: 35.27 lb

Regular: 40.79 lb                                                                                                                                                                                                                               
Side Opening Cover Model: 40.79 lb
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