
FEATURES: Rugged Linear

	 	 	 Direct Replacement for Snelson 6100 & Indatech HWFL                                               

	 	 	 Cost Efficient, Light Weight

	 	 	 Non Metallic, Corrosion Resistant

	 	 	 BAA Standard

	 	 	 Programable Keystone driver for custom lumen output

OPTIONS: 2’ & 4’ Body Lengths 

	 	 High Voltage

	 	 	 3 Multiple Mounting

   	 	 	 Emergency Back-Up (1.5, 3 Hour)

   	 	 	 BABA
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UL 844 Hazardous Locations

Class I Division 2 Groups A, B, C, D

Class II Division 2 Groups F, G

UL 1598A Marine Saltwater

UL 924 Emergency

ABS

Meets Coast Guard Specifications

(BAA)Fully compliant with the Buy American Act, 
meeting the requirements for domestic 
manufacturing and material sourcing as outlined in 
41 U.S.C. §§ 

(BABA) Available as Build America, Buy America 
Act compliant. Meeting the elevated domestic 
content and manufacturing requirements, as 
mandated by the Infrastructure Investment and 
Jobs Act (Pub. L. 117-58)
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Wattage 20W 40W 60W 40W 70W (Programable)

Body 2’ 4’

OPTICAL

Lumen Output 2200 lm 4400 lm 6600 lm 4400 lm 8000-16000 lm	

Color Temperature: 
CCT 5000K (standard), 3000-5000K options

CRI (Color 
Rendering Index) > 80

Beam Angle 120°

Light Source 2000 nominal lumens per strip 8000-16000 nominal lumens per 2 strip (customized)

ENVIRONMENTAL
Ambient Operating 
Temperature -40°C to +55°C (-40°F to +131°F) 

Temperature Code T5

REPLACEMENT

Next Generation Direct Replacement for Snelson 6100 and  Indatech HWFL (bolt patterns line up)

MECHANICAL

Housing Material Corrosion resistant, Non-metallic glass reinforced polyester housing

Lens Diffuser Heavy duty injection molded lens

Hardware Captive plastic or stainless steel latches, stainless steel mounting brackets

Fixture Color White

Mounting Ceiling, Wall, Pendant

Cable Entry 2 Sides: 3/4" NPT,   Back: 3/4" NPT  (Option on Pendant)

Warranty 5 Year Standard Warranty
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ELECTRICAL

Lifespan L70> 50,000 Operational Hours @ 55°C

Input Voltage 120-277VAC, 280-480VAC

Input Frequency 50/60Hz

Driver Efficiency Driver-amp draw 120 volt-.80, 277 volt-.35                                                                          
Programable Keystone driver for custom lumen output

EMERGENCY

Emergency Time 1.5 Hour, 3.0 Hour Option
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