
FEATURES: Rugged Vapor-Tight Linear

	 	 	 High lm/W

	 	 	 Push to test & LED Charging Indicators

	 	 	 3 Mounting Styles

OPTIONS:		 2’ & 4’ Body Lengths

	 	 	 Emergency Back-Up
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Fully compliant with the Buy American Act (BAA), meeting the requirements for 
domestic manufacturing and material sourcing as outlined in 41 U.S.C. §§  

Available as Build America, Buy America Act (BABA) compliant. Meeting the elevated 
domestic content and manufacturing requirements, as mandated by the Infrastructure 
Investment and Jobs Act (Pub. L. 117-58)
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Wattage 20W 30W 40W 50W 60W

Body R2 R4

OPTICAL

Lumen Output 2730 lm 4012 Im 5067 Im 7024 Im 8381Im

Lumens Per Watt 136.5 lm/W

Color Temperature: 
CCT 5000K (standard), 2700-5000K options

CRI (Color 
Rendering Index) >80

Beam Angle 120°

Dimming 0-10V dimming

ENVIRONMENTAL
Ambient Operating 
Temperature -40°C to +50°C

Temperature Code T6 T5

MECHANICAL

Housing Material SUS 304 Stainless steel

Lens Diffuser Transparent fiberglass-reinforced polycarbonate (standard)

Diffuse fiberglass-reinforced polycarbonate Option

Hardware Aluminum Alloy

Gasket Waterproof Silicone Rubber

Fixture Color Milky White, Epoxy Powder Coating

Mounting Ceiling, Rope, Pole Mount

Cable Entry Standard: 4 x NPT 3/4” (Side x 1 open, Side x3 with stopping plugs)                                                                                                                                               
W/EM: 3x NPT 3/4” (Side x 1 open, Side x2 with stopping plugs) x self testing button

Warranty 5 Year Standard Warranty (Battery Back Up: 3 Year)
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ELECTRICAL

Lifespan 50,000-hour LED lifespan based on IES LM-80 results and TM-21 calculations

Input Voltage 120-277VAC

Input Frequency 50/60Hz

Power Factor > 0.9

THD AC 120V 1.29% 1.56% 1.38% 1.47% 1.89%

THD AC 277V 4.01% 4.37% 3.92% 3.24% 5.31%


Input Current 0.17/0.08A 0.26/0.12A 0.34/0.15A 0.42/0.19A 0.5/0.22A

Driver Efficienc ≥ 90%

Surge Protection 4kV

EMERGENCY

Emergency Time 1.5 Hour
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R2 R4

Fixture Dimensions See Product Dimensions Drawing See Product Dimensions Drawing

Package Dimensions 32.28 x 10.63 x 7.87 IN                                    
(820 x 270 x 200 MM)                                                                                                                       

55.91 x 10.63 x 7.87 IN                                
(1420 x 270 x 200 MM)                                                      

Net Fixture Weight 11.6 lb (5.27 kg) 14.33 lb (6.5 kg) w/EM                                                                                                                        19.67 lb (8.92 kg) 22.49 lb (10.2 kg) w/EM                                                                   

Gross Weight 14.44 lb (6.55 kg) 16.38 lb (7.43 kg) w/EM                                                                                                                       24.69 lb (11.2 kg) 25.44 lb (11.54 kg) w/EM                                                                    
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EM Driver Specification Features - EM-15W-HL
CAUTION: Sealed unit. Battery not replaceable.  Replace entire unit when necessary
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