
FEATURES: Rugged Linear

	 	 	 Sleek Design

	 	 	 High lm/W

	 	 	 Side ports for Daisy Chain

	 	 	 3 Mounting Styles	 


OPTIONS:		 5 Lengths

	 	 	 40°, 60°, 90° or 120°

	 	 	 Emergency Back-Up
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UL 844 Hazardous Locations

Class I Division 2 Groups A, B, C, D

Class I Zone 2 Group IIC

UL 924 Emergency Lighting

CSA C22.2 No. 141-15, Ed.5

CSA C22.2 No. 137:2018 Ed.2

IP66

IK10

ETL

ABS

II 2 G Ex eb mb IIC T6... T4 Gb

II 2 D Ex tb IIIC T80°C... T120°C Db

Ex eb mb IIC T6...T4 Gcb

Ex tb IIIC T80°C... T120°C Db
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Wattage 20W 30W 20W 30W 40W 50W 20W 30W 40W 50W 60W 70W

Body FLF1 FLF2 FLF3

OPTICAL

Lumen Output 2400 
lm

4200 
lm

2400 
lm

4200 
lm

5600 
lm

7000 
lm

2400 
lm

4200 
lm

5600 
lm

7000 
lm

8400 
lm

9800 
lm

Lumens Per Watt 140 lm/w

Color Temperature: 
CCT 5000K (standard), 2700-6500K optional

CRI (Color Rendering 
Index) >70

Beam Angle 120° Standard 40°, 60°, 90°option

Dimming 0-10V dimming

ENVIRONMENTAL

Ambient Operating 
Temperature

T5: -40°C to +40°C (-40°F to +104°F)

T4:-40°C to +55°C (-40°F to +131°F)                       

Temperature Code T5: (+40°C), T4: (+55°C)

MECHANICAL

Mounting Pole, Hook, Wall

Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 55°C

Input Voltage 100-277VAC

Input Frequency 50/60Hz
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Wattage 20W 30W 40
W 50W 60

W 70W 80W 20W 30W 40W 50W 60W 70W 80W 90W 100 W

Body FLF4 FLF5

OPTICAL

Lumen Output 2400 
lm

4200 
lm

5600 
lm

7000 
lm

8400 
lm

9800 
lm

11200 
lm

2400 
lm

4200 
lm

5600 
lm

7000 
lm

8400 
lm

9800 
lm

11200 
lm

12600 
lm

14000   
lm

Lumens Per Watt 140 lm/w

Color 
Temperature: CCT 5000K (standard), 2700-6500K optional

CRI (Color 
Rendering Index) >70

Beam Angle 120° Standard 40°, 60°, 90°option

Dimming 0-10V dimming

ENVIRONMENTAL

Ambient Operating 
Temperature

T5: -40°C to +40°C (-40°F to +104°F)

T4:-40°C to +55°C (-40°F to +131°F) 

Temperature Code T5: (+40°C), T4: (+55°C)

MECHANICAL

Mounting Pole, Hook, Wall

Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 55°C

Input Voltage 100-277VAC

Input Frequency 50/60Hz
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FLF1 FLF2 FLF3 FLF4 FLF5

Pieces 1 1 1 1 1

Fixture 
Dimensions

15.63 x 5.51 x 3.74 IN                                  
(397 x 140 x 95 MM)                                             
See Product 
Dimensions Drawing

27.44 x 5.51 x 3.74 IN                                                          
(697 x 140 x 95 MM)                                                                     
See Product 
Dimensions Drawing

39.26 x 5.51 x 3.74 IN                                                                      
(697 x 140 x 95 MM)                                                                         
See Product 
Dimensions Drawing

51.06 x 5.51 x 3.74 IN                                                                                         
(1297 x 140 x 95 MM)                                                                                             
See Product 
Dimensions Drawing

62.87 x 5.51 x 3.74 IN                                                                                                                                    
(1597 x 140 x 95 MM)                                                                                                                                     
See Product 
Dimensions Drawing

Package 
Dimensions

27.95 x 8.26 x 5.91 IN                                                             
(710 x 210 x 150 MM)

52.36 x 7.36 x 5.94 IN                                                                                     
(1330 x 187 x 151 
MM)

63.38x8.27x5.91 IN                                                                                                                               
(1610 x 210 x 150 
MM)

Net Fixture 
Weight 9.04 lb 4.1 kg                                                                               15.94 lb 7.23 kg                                                                                                                

Gross 
Weight 12.78 lb 5.8 kg                                                                                  17.70 lb 8.03 kg                                                                                                           
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