
FEATURES: Rugged Tunable Linear

	 	 	 High lm/W

	 	 	 3 Mounting Styles

	 	 	 Adjustable CCT

OPTIONS:		 2’ & 4’ Body Lengths 

	 	 	 High Voltage

	 	 	 Emergency Back-Up
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	 K e y  F e a t u r e s

UL 844 Hazardous Locations

Class I Division 2 Groups A, B, C, D

IP66 

IK10

500 Hours Salt Spray
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Wattage 60W [60W/40W/
30W]

60W [60W/50W/
40W]

100W [100W/80W/
60W]

120W [120W/100W/
80W]

Body FLGB2 FLGB4

OPTICAL

Lumen Output 5250 lm-10500 lm 10500 lm-17500 lm	 14000 lm-21000 lm

Lumens Per Watt 175 lm/W

Color Temperature: 
CCT 4000K/5000K/6000K Adjustable

CRI (Color 
Rendering Index) >70

Beam Angle 120°

Dimming 0-10V dimming

ENVIRONMENTAL

Ambient Operating 
Temperature

T6: -40°C to +40°C (-40'F to 104°F) , T5: -40°C to +50°C (-40'F to 122°F), T4:-40°C to 
+55°C (-40°F to +131°F)                                                                                                                           
Emergency; 0°C to +55°C (-32'F to 131°F)

Temperature Code T6: (+40°C), T5: (+50°C), T4: (+55°C)

MECHANICAL

Housing Material Aluminum

Lens Diffuser Polycarbonate (PC)

Finish Corrosion Resistant

Fixture Color Grey

Mounting Ceiling, Pole, Guide Rail

Cable Entry 3/4" NPT

Warranty 5-Year Standard Warranty

http://www.bpologhting.com


www.bpologhting.com  of 4 7

ELECTRICAL

Lifespan L70> 71,000 Operational Hours @ 25°C

Input Voltage 100-277VAC, 100-347VAC, 200-480VAC

Input Frequency 50/60Hz

Power Factor > 0.95

EMERGENCY

Emergency Time 1.5 Hour Optional 	

http://www.bpologhting.com


www.bpologhting.com  of 5 7

FLGB2 FLGB4

Fixture Dimensions See Product Dimensions Drawing
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P o w e r  a n d  C C T  A d j u s t e r
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