
FEATURES: Rugged Panel

	 	 	 2 Mounting Styles

	 	 	 Glass diffuser option includes wire guard part 

OPTIONS:		 1’x2’, 1’x4’, 2’x2’ or 4’x4' Body Dimensions

	 	 	 High Voltage

	 	 	 High Wattage 

	 	 	 16 Wattages

	 	 	 Emergency Back-Up
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	 K e y  F e a t u r e s

UL 844 Hazardous Locations

Class I Division 2 Groups A, B, C, D

Class I Zone 2 Group IIA, IIB, IIC

UL 1598 Suitable for Wet Locations

UL 924 Emergency Lighting

IP66

IK10

ETL
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www.bpologhting.com  of 3 8

Wattage 15
W

20
W

25
W

30
W

35
W

40
W

50
W

15
W

20
W

25
W

30
W

35
W

40
W

50
W

60
W

70
W

80
W

90
W

100
W

Body FLD12 FLD14

OPTICAL

Lumen Output 2600 Im-6500 Im 2600 Im-13000 Im

Lumens Per Watt 130 lm/W

Color Temperature: 
CCT 5000K (standard), 2700-6500K optional

Beam Angle 120°

ENVIRONMENTAL

Ambient Operating 
Temperature

-40°C to +40/55/66°C                                                                                                                          
W/EM BU -0°C to +45°C  

-40°C to +40/55/66°C                                                                                                                          
W/EM BU -0°C to +45°C  

Temperature Code T6 (40W +50°C), T5 (40W +55°C)                                                                 
T6 (60W +45°C), T5 (40W +50°C)

MECHANICAL

Housing Material SUS304/SUS316/SPCC/AI6063

Lens Diffuser PC/Glass (Glass diffuser comes with wire guard part for safety)

Hardware Stainless Steel

Finish Powder Coating

Gasket Polytetrafluoroethylene

Mounting Pendant, Ceiling

Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 55°C

Input Voltage 100-277VAC, 200-480VAC

Input Frequency 50/60Hz

Power Protection Ovef-voltage, over-current and short circuit protection
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Body FLD22 FLD24

OPTICAL

Lumen Output 2600 Im-13000 Im 13000 Im-26000 Im

Lumens Per Watt 130 lm/W

Color Temperature: 
CCT 5000K (standard), 2700-6500K optional

Beam Angle 120°

ENVIRONMENTAL

Ambient Operating 
Temperature

-40°C to +40/55/66°C                                                                                                                          
W/EM BU -0°C to +45°C  

-40°C to +40/55/66°C                                                                                                                                                                    
W/EM BU -0°C to +45°C  

Temperature Code T6 (40W +55°C), T5 (40W +60°C)                                                                          
T6 (60W +50°C), T5 (40W +55°C)

T6 (60W +55°C), T5 (60W +60°C)                                                                                 
T6 (80W +45°C), T5 (80W +55°C)

MECHANICAL

Housing Material SUS304/SUS316/SPCC/AI6063

Lens Diffuser PC/Glass (Glass diffuser comes with wire guard part for safety)

Hardware Stainless Steel

Finish Powder Coating

Gasket Polytetrafluoroethylene

Mounting Pendant, Ceiling

Warranty 5 Year Standard Warranty

EMERGENCY

Emergency Time 1.5 Hour Optional
Rated Power in 
Emergency Mode 8W	

Power Supply Built-in Power Supply
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ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 
55°C L70> 150,000 Operational Hours @ 55°C

Input Voltage 100-277VAC, 200-480VAC 100-277VAC, 200-480VAC

Input Frequency 50/60Hz 50/60Hz

Power Protection Ovef-voltage, over-current and short 
circuit protection

Ovef-voltage, over-current and short circuit 
protection

EMERGENCY

Emergency Time 1.5 Hour Optional
Rated Power in 
Emergency Mode 8W	

Power Supply Built-in Power Supply

http://www.bpologhting.com
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FLD12 FLD14 FLD22 FLD24

Pieces 1 1 1 1

Fixture 
Dimensions

See Product 
Dimensions Drawing

See Product 
Dimensions Drawing

See Product 
Dimensions Drawing

See Product 
Dimensions Drawing

Package 
Dimensions

27.6 x 13.8 x 6.9 IN                                                
(700 x 350 x 175 MM)

52 x 13.8 x 6.9 IN                          
(1320 x 350 x 175 
MM)

27.6 x 26.8 x 6.9 IN                           
(700 x 680 x 175 
MM)

52 x 26.8 x 6.9 IN                         
(1320 x 680 x 175 
MM)

Gross 
Weight 9kg/19.8lb 20kg/44lb 21 kg/46.3lb 40kg/88.2lb
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