
FEATURES: Rugged Round Low-Bay Area Light	 

	 	 	 Compact

	 	 	 Low Mounting

	 	 	 Cost Effective

	 	 	 Flame Proof

	 	 	 High Heat

	 	 	 Designed for Jib and Cranes

OPTIONS:		 2 Body Sizes 

	 	 	 4 Mounting Styles

	 	 	 Convex or Flat Glass 

	 	 	 High Voltage

	 	 	 40°, 60°, 90° or 120°
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H L L  S

Flame-proof and Increased Safe Type                           Cover (Optional                       Convex Glass (Optional)

C l a s s  1  D i v i s i o n  1
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UL 844 Hazardous Locations

Class I Division 1 Groups B, C, D

Class I Division 2 Groups A, B, C, D

Class II Division 1 Groups E, F, G

Class II Division 2 Groups F, G

1, 2, 21, 22

Class III

UL 1598 Suitable for Wet Locations

UL 1598A Marine Saltwater


IP66

IK08 (Glass Cover)

IK10 (With Wire Guard)

1000 Hours Salt Spray

ABS

3G

http://www.bpologhting.com
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Wattage Max. 80W Max. 150W

Body S1 S2

OPTICAL

Lumen Output 10400 lm 19500 lm

Lumens Per Watt 130 lm/W

Color Temperature: CCT 5000K (standard), 3000-6500K optional

CRI (Color Rendering Index) >70

Beam Angle 120° Standard 40°, 60°, 90°option

ENVIRONMENTAL
Ambient Operating 
Temperature -40°C to +65°C (-40'F to +149'F)

MECHANICAL

Housing Material Aluminum Alloy ADC12

Lens Diffuser Tempered glass: Flat (Standard) Convex Option

Mounting Pole (25°/90°), Jib, U-bracket

Cable Entry 3/4” NPT

Warranty 5 Year Standard Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 150,000 Operational Hours @ 55°C

Input Voltage 120-277VAC, 200-480VAC

Input Frequency 50/60Hz

Power Factor > 0.95
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S1 S2

Pieces 1 1

Fixture Dimensions See Product Dimensions Drawing See Product Dimensions Drawing

Package Dimensions 16.54 x 18.50 x 12.60 IN                               
(420 x 470 x 320 MM)

19.69 x 18.5 x 15.75 IN                                    
(500 x 470 x 400 MM)

Net Fixture Weight 9.5 kg/ 20.9 lb 18.02 kg/ 39.7 lb

Gross Weight 11.65 kg/ 25.7 lb 20.55 kg/ 45.3 lb
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	 C a b l e  I n s t a l l a t i o n
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