
FEATURES: Extremely Rugged Round Low Bay 	 	 	 	 	         

                   	 Area Light Area Light

	 	 	 Low Profile

	 	 	 BAA

OPTIONS: White/Red/Yellow/Green Color

	 	 	 Low Voltage 

	 	 	 4 Mounting Styles
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	 K e y  F e a t u r e s
UL 844 Hazardous Locations 
Class I Division 1 Groups C, D 
Class I Division 2 Groups A, B, C, D 
Class I Zone 2 Group IIC 
Class II Division 1 Groups E, F 
Class II Division 2 Groups E, F 
Class II Zone 20, 21, or 22 Group II B 
Class III 
UL 1598 Suitable for Wet Locations 
UL 1598A Marine Saltwater 
CSA C22.2 No. 250.0 
CSA C22.2 No. 137 
IP66 
1Ex d IIC T5 @-40°C to +45°C (-40°F to +113°F)

(BAA) Fully compliant with the Buy 
American Act, meeting the 
requirements for domestic 
manufacturing and material sourcing 
as outlined in 41 U.S.C. §§ 
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Wattage 20W

OPTICAL

Lumen Output 2700 lm

Lumens Per Watt 130 lm/W

Color Temperature: CCT 5000K (standard), 3000-5000K, Red/Yellow/Green optional

CRI (Color Rendering Index) > 70

Beam Angle 120° 

Light Source High Power OSRAM LEDs

ENVIRONMENTAL

Ambient Operating Temperature -40°C to +45°C (-40°F to +113°F)

Temperature Code T5 (+45°C)

MECHANICAL

Housing Material Copper free aluminum alloy

Lens Diffuser GM: Tempered borosilicate glass

Hardware Marine grade stainless steel

Finish Polyester powder coat finish

Mounting
SS: Surface Secured (Standard)                                                                          
UC: Universal Service                                                                                          
HB: Wall Mount Bracket                                                                                        
TR: Traffic Light Mounting Bracket                                                             

Cable Entry Classified for CID1 nickel plated brass adapter from M20 to 3/4” NPT

Warranty 5 Year Standard Warranty

http://www.bpologhting.com


www.bpologhting.com  of 4 7

ELECTRICAL

Lifespan L70> 70,000 Operational Hours @ 25°C                                                                 
L70> 40,000 Operational Hours @ 45°C

Input Frequency 50/60Hz

Power Factor > 0.95 

THD (Total Harmonic Distortion) < 30%

LED Driver Custom made 120-277VAC, 50/60Hz, 230-370VDC                                    
Meanwell 15-30 VDC

LED Driver Protection Overload, over temperature, and short-circuit protection

Surge Protection 1kV

Inrush Current 15A
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Pieces 1

Fixture Dimensions
5.7 x 3.7 IN (145 x 94 MM)                                                                                      
Excluding mounting module and cable glands                                                                                                                                                                                                     
See Product Dimensions Drawing                       

Net Fixture Weight
SS Bracket   3.58 lb (1.62 kg)                                                                                     
UC Bracket   3.52 lb (1.6 kg)                                                                                           
HB Bracket   3.9 lb (1.77 kg)                                                                                        
TR Bracket   3.6 lb (1.63 kg)                                                                                   
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