
FEATURES: Rugged Round Traffic Light

	 	 	 Horizontal or Vertical

	 	 	 BAA

OPTIONS:		 4 Mounting Styles

	 	 	 Military Grade Lens

	 	 	 1, 2 or 3 Eyes

	 	 	 R, RG, RGY Color Combinations
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UL 844 Hazardous Locations 
Class I Division 2 Groups A, B, C, D 
Class I Zone 2 Group IIC 
Class II Division 1 Groups E, F 
Class II Division 2 Groups E, F 
Class II Zone 20, 21, or 22 Group II B 
Class III 
UL 1598 Suitable for Wet Locations

UL 1598A Marine Saltwater

CSA C22.2 No. 250.0

CSA C22.2 No. 137

IP66

1Ex d IIC T5 @-40°C to +45°C (-40°F to +113°F)

(BAA) Fully compliant with 
the Buy American Act, 
meeting the requirements for 
domestic manufacturing and 
material sourcing as outlined 
in 41 U.S.C. §§ 
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Wattage 15W 30W 45W

OPTICAL

Lumen Output N/A N/A N/A

Lumens Per Watt N/A N/A N/A

Color Temperature: CCT
R: Red                                                                                                                                                                                        
RG: Red/Green                                                                                                                                                                                             
RYG: Red/Yellow/Green                                                                                                                                                                       

CRI (Color Rendering Index) > 70

Beam Angle 120°

Light Source XTE CREE

ENVIRONMENTAL

Ambient Operating Temperature -40°C to +45°C (-40°F to +113°F) 

Temperature Code T5 (+55°C) T5 (+55°C) T5 (+55°C)

MECHANICAL

Housing Material Copper free aluminum alloy

Lens Diffuser Military Grade UL94 V-0 rated Lexan                                                                                                                            
Tempered clear borosilicate glass

Hardware Marine grade stainless steel

Finish Polyester powder coat finish

Mounting
TB: Pole Mount Vertical                                                                                                                                                                     
TBH: Pole Mount Horizontal                                                                                                                                                  
UC: Universal Mount Vertical                                                                                                                                                
UCH: Universal Mount Horizontal 

Cable Entry Classified for CID2 nickel plated brass adapter from M20 to 3/4” with 6’ of 
wire

Warranty 5 Year Standard Warranty
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Lifespan
L70> 70,000 Operational Hours (RV) @ 25°C                                                                                                                                                
L70> 100,000 Operational Hours (LV) @ 25°C                                                                                                                                                    
L70> 40,000 Operational Hours @ 55°C

Input Frequency 50/60Hz

Power Factor > 0.95 

Input Power (+25°) 20W 40W 60W

THD (Total Harmonic Distortion) < 30%

LED Driver Custom made 100-280VAC, 50/60Hz, 230-370VDC, 15-36VDC (LV)

LED Driver Protection Overload, short-circuit protection

Surge Protection 1kV (Except LLV)

Inrush Current 15A 30A 45A
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Pieces 1

Fixture Dimensions See Product Dimensions Drawing

Net Fixture Weight TB/TBH 7.45 LBS (3.4 KG)                                                                      
UC/UCH 8.93 LBS (4.1 KG)                                                                                                                                                                      

TB/TBH 12.0 LBS (5.5 KG)                                                                     
UC/UCH 13.49 LBS (6.1 
KG)                                                                                                                                                                       

TB/TBH 16.6 LBS (7.5 KG)                                                                          
UC/UCH 18.08 LBS (8.2 KG)                                                                                                                                                                    
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