
FEATURES: Rugged Jelly Jar

	 	 	 Enclosed and Gasketed

	 	 	 Non Metalic

	 	 	 Corrosion Resistant

	 	 	 BAA

OPTIONS: 3 Mounting Options
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Wet Location, Enclosed and Gasketed

BAA
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Wattage 26W 26W 26W

Body C: Ceiling P: Pendant WB: Wall

OPTICAL

Color Temperature: CCT 5000K (standard), 3000-5000K options

CRI (Color Rendering Index) > 80

ENVIRONMENTAL

Ambient Operating Temperature -40°C to +40°C (-40'F to +104°F)

Temperature Code T3

MECHANICAL

Housing Material Injection polymeric non-metallic fixture w/glass or polycarbonate globe.

Guard GP: Guard, Polymeric                                                                                                                            
GW: Guard, Wire

Globe TG: Tempered Glass                                                                                                                                                                                                                       
Colored Globes: R: Red, G: Green, B: Blue A: Amber, W: White 

Fixture Color Blue-grey

Mounting Ceiling, Pendant, Wall

Cable Entry  (Option on Pendant) 1/2” NPT Threaded hole  (Option on Pendant)

Warranty 5 Year Standard Warranty

ELECTRICAL

Lifespan L70> 50,000 Operational Hours @ 40°C

Input Voltage 120-277VAC

Input Frequency 50/60Hz
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Pieces 1 1 1

Fixture Dimensions 11.07 x 4.12 IN                     
281 x 105 mm

12.41 x 7.13 IN                     
315 x 181 mm

11.3 x 4.12 IN                      
287 x 105 mm

Net Fixture Weight 3 lbs. 3 lbs. 4 lbs.
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