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KANGAN (SERAF) CONDENSATE
TABLE 1: GENERAL DATA

SPECIFICATION RESULT TEST METHOD

[SPECIFIC GRAVITY @ 15.56 /15.56 °C ASTM D 4052
AP| ASTM D 1298
SULPHUR CONTENT wt.% ASTM D 4294
MERCAPTAN CONTENT ppm UOP 163
H2S CONTENT ppm UOP 163
WATER CONTENT ppm ASTM D 4928

| NITROGEN CONTENT ppm ASTM D 5762
PONA TEST: ASTM D 1319
SATURATE CONTENT Vol.%

OLEFIN CONTENT Vol.%

| AROMATIC CONTENT Vol.%

KINEMATIC VISCOSITY @ 0 °C mm? /Sec ASTM D 445
KINEMATIC VISCOSITY @ 10 °C mm?* /Sec ASTM D 445
KINEMATIC VISCOSITY @ 20 °C mm*/Sec ASTM D 445
POUR POINT °C ASTM D 97
R.V.P PSI ASTM D 323
COLD FILTER PLUGGING POINT °C IP 309

WAX CONTENT wt.% BP 237

DROP MELTING POINT OF WAX “C IP 133
COPPER CORROSION, 3hrs,@50°C ASTM D 130
ACIDITY TOTAL mgrKOH/gr ASTM D 664
ANILINE POINT o ASTM D 611
MOLECULAR WEIGHT Osmomat
COLOR Saybolt ASTM D 156
LEAD ppm ASTM D 5863

Sampling Date: 10 Tir 1393 (1 July, 2014)
Report Date: 20 Mordad 1393 (11 Aug. 2014)
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MO TBP DISTILLATION ANALYSIS (ASTM D- 2892 &D- 5236)
KANGAN (SERAF) CONDENSATE
TABLE: 2 | _ SP.GR @15.56 | 0.7228

BOILING

FRAC.| RANGE OF WEIGHT CUTTING SP.Gr.
NO FRAC.@ PERCENT RANGE @15.56/
WT % 15.56 °C

VOLUME CUTTING

PERCENT RANGE

760 mmHg VOL %

DEG. C
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“ 0.7445 1503 | 6767
5 | 1254150 | 1266 | 7777 | 07677 11.92 7959
| 6 | 150175 | 893 | 8670 | 07747 8.33 87.92
8 | 200225 | 326 | 9620 | 07947 297 96.65
9 | 225+ | 380 | 10000 | 08197 3.35 100.00



